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About Us

“Quality In Which We Believe”

Introduction

Sagar Enterprise is the manufacturer of “Sunshine” brand solvent cement Establish in the 
year “1988”. Our experience over 34 years has made lots of change in service and quality. 
Our nest product range of high strength PVC, UPVC, CPVC, Lubricant, Teon Tape & Ball 
Balves has ideally formulated for a variety of pipe joining application. All product are 
manufactured in tight quality control that meets national as well as international 
standards. Our product are applicable at plumbing, irrigation, industrial, pool spa, drain, 
waste and vent system. Our consistency in quality and service will help us to join with the 
good people in Indian and foreign market.

 Company strength 

“34 years of glory” 

Since 34 years, we have been manufacturing and expanding the product quality. 
Sunshine has made the bench mark in Indian market of solvent  cement and lubricant by 
formulating the excellent quality with the expertise. Sunshine  is manufactured according 
to Indian and international stands by keeping environmental friendly product, avoiding 
the use of cheap chemicals. our each batch of production is tested to maintain 
consistency of quality. Our achievement is our own team who continuously look after 
improving goods and services. We supply all over country with the wider network of dealer 
and distributor. Who have encourage use by repeating the orders.
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Certificate  
Pressure Test Temperature  Test / ISO Certicate
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PVC SOLVENT CEMENT (PLASTIC BOTTLE)

Ÿ Clear / Transparent in color
Ÿ Heavy body ,slow set solvent cement use for ISI/NON ISI and 

Astm D-2564 Standard pipes and tting for  Interference t  
up to 8”.

Ÿ Applicable at the temperature 32°F to110°F/ 0°C to 43°C.
Ÿ Curing Time depend upon whether condition. 
Ÿ Can be used in potable water, conduit, DWV, pressure and 

NON-Pressure Pipe.
Ÿ Shelf Life-6 months

Ÿ Clear / Transparent in color
Ÿ Heavy body ,Medium set solvent cement use for ISI/NON ISI 

and Astm D-2564 Standard pipes and tting for  
Interference t up to 10”.

Ÿ Applicable at the temperature 32°F to110°F/ 0°C to 43°C.
Ÿ Curing Time depend upon whether condition.
Ÿ Can be used in potable water, conduit, DWV, pressure and 

NON-Pressure Pipe.
Ÿ Shelf Life-12 months

407 PVC Solvent Cement Tin/Tube ( Hi-Pressure)

Size
25 ML 

(Bottle)

50 ML 

(Bottle)

100 ML 

(Bottle)

250 ML 

(Bottle)

500 ML 

(Bottle)

1000 ML 

(Bottle)

5000 ML 

(Can)
Inner Box 100 x 4 100 x 4 50 x 4 24 x 4 50 x 4 6 x 4 2 x 3 

Outer 400 Nos. 400 Nos. 200 Nos. 96 Nos. 60 Nos. 24 Nos. 6 Nos.

MRP 18.00 32.00 53.00 125.00 234.00 438.00 2250.00

PVC SOLVENT CEMENT PLASTIC BOTTLE (MEDIUM DUTY)

Size
10 ML 

(Tube)

25 ML 

(Tube)

50 ML 

(Tube)

100 ML 

(Tube)

50 ML 

Tin

59 ML 

Tin
Inner Box 50 x 18 100 x 6 50 x 6 50 x 4 48 x 6 48 x 6

Outer 900 Nos 600 Nos. 300 Nos. 200 Nos. 288 Nos. 288 Nos.

MRP 14.00 30.00 45.00 68.00 60.00 70.00

Size
100 ML 

Tin

118 ML 

Tin

250 ML 

Tin

500 ML 

Tin
1000 ML Tin

5000 Ml 

Can.
Inner Box 24 x 6 24 x 4 24 x 4 12 x 4 6 x 4 2 x 3

Outer 144 Nos. 144 Nos. 96 Nos. 48 Nos. 24 Nos. 6 Nos.

MRP 95.00 105.00 165.00 277.00 510.00 2690.00

407 PVC Solvent Cement Tin/Tube ( Hi-Pressure)
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 427 CPVC Solvent Cement (Yellow) (Heavy Duty)

Ÿ Yellow, Heavy body ,Medium set Cpvc  solvent cement 
Ÿ Formulated for all class of Cpvc pipe and tting up to 4 “ 

diameter with SDR 11 & 13.5 Interference t.
Ÿ Recommended For residential and commercial hot & cold 

water system.
Ÿ Curing Time depend upon whether condition.
Ÿ Can be used for ASTM-2856 & ASTM F-493 Cpvc  pipe and 

tting.
Ÿ Shelf life -12 months 

Ÿ Yellow, Heavy body ,Medium set Cpvc  solvent cement 
Ÿ Formulated for all class of Cpvc pipe and tting up to 6 “ 

diameter with SDR 11 & 13.5 Interference t.
Ÿ Recommended For  commercial hot & cold water system.
Ÿ Curing Time depend upon whether condition.
Ÿ Can be used for ASTM-2856 & ASTM F-493 Cpvc  pipe and 

tting.
Ÿ Shelf life -12 months 

400 CPVC Solvent Cement Tin (Heavy Duty) Industrial Grade

Size
10 ML 

(Tube)

25 ML 

(Tube)

50 ML 

(Tube)

59 ML 

Tin

100 ML 

Tin 

118 ML 

Tin

237 ML 

Tin Cont.

473 ML 

Tin

946 ML 

Tin
Inner Box 50 x 18 100 x 6 50 x 6 24 x 12 24 x 6 24 x 6 24 x 4 12 x 4 6 x 4

Outer 900 Nos. 600 Nos. 300 Nos. 288 Nos. 144 Nos. 144 Nos. 96 Nos. 48 Nos. 24 Nos.

MRP 45.00 65.00 125.00 150.00 230.00 250.00 405.00 670.00 1060.00

 427 CPVC Solvent Cement (Yellow) (Heavy Duty)

Size
118 MlL 

Tin

237 ML 

Tin

473 ML 

Tin
Inner Box 24 x 6 24 x 4 12 x 4

Outer 144 Nos. 96 Nos. 48 Nos.

MRP 285.00 460.00 780.00

400 CPVC Solvent Cement  

SUNSHINE - CLEANER  

Ÿ It IS Transparent Thin, Solvent cleaner formulated to remove 
oil, grease & dirt form bonding surface to weld.

Ÿ It can be used for Pvc, Upvc, Cpvc and Abs pipes and 
tting.

Size 237 ML Tin 473 ML Tin 

Inner Box 24 x 4 12 x 4

Outer 96 Nos. 48 Nos.

MRP 110.00 190.00

Cleaner
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417 UPVC Solvent Cement Tin (Medium Duty)

Ÿ Clear / Transparent in color
Ÿ Medium body ,Medium set solvent cement use  Astm D-

2564 Upvc Pipes and Fitting / Agri. pipes and tting for  
Interference t  up to 3”/12”.

Ÿ Primer Recommended for better welding above 2”
Ÿ Recommended For residential and commercial cold water 

system.
Ÿ Applicable at the temperature 32°F to110°F/ 0°C to 43°C.
Ÿ Curing Time depend upon whether condition.
Ÿ Can be use for Sch 40 & Sch 80 pipes and tting.
Ÿ Shelf life-12 months

Ÿ Clear / Transparent in color
Ÿ Heavy body ,Medium set solvent cement use  Astm D-2564 

upvc Pipes & Fitting  Interference t  up to 10”.
Ÿ Primer Recommended for better welding above 4” Sch80.
Ÿ Recommended For residential and commercial , industrial 

cold water system.
Ÿ Applicable at the temperature 32°F to110°F/ 0°C to 43°C.
Ÿ Curing Time depend upon whether condition.
Ÿ Can be use for Sch 40 & Sch 80 pipes and tting.
Ÿ Shelf life-12 months

411 UPVC Solvent Cement Tin (Heavy Duty) Industrial Grade 

Size
10 ML 

(Tube)

25 ML 

(Tube)

50 ML 

(Tube)

59 ML 

Tin

100 ML 

Tin

118 ML 

Tin

237 ML 

Tin

473 ML 

Tin

946 ML 

Tin
Inner Box 50 x 18 100 x 6 50 x 6 24 x 12 24 x 6 24 x 6 24 x 4 12 x 4 6 x 4

Outer 900 Nos. 600 Nos. 300 Nos. 288 Nos. 144 Nos. 144 Nos. 96 Nos. 48 Nos. 24 Nos.

MRP 20.00 38.00 86.00 100.00 140.00 155.00 265.00 390.00 710.00

417 UPVC Solvent Cement Tin (Medium Duty)

Size
118 MlL 

Tin

237 ML 

Tin

473 ML 

Tin
Inner Box 24 x 6 24 x 4 12 x 4

Outer 144 Nos. 96 Nos. 48 Nos.

MRP 180.00 275.00 550.00

411 UPVC Solvent Cement 

SUNSHINE - PRIMER  

Ÿ It is Transparent thin, Premium Industrial Strength primer for 
Softening and preparation of Pvc, Upvc & Cpvc pipe and 
tting surface.

Ÿ Specially recommended for sch-80 and large size Pipe and 
tting 

Size 237 ML Tin 473 ML Tin 

Inner Box 24 x 4 12 x 4

Outer 96 Nos. 48 Nos.

MRP 210.00 310.00

Primer
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Rubber Lubricant Plastic Container

Ÿ It has been formulated for ‘O’ ring type joint.
Ÿ Can be easily cleaned form piping system.
Ÿ Will not support bacteria growth 
Ÿ No taste/oder, non toxic, non corrosive, non ammable
Ÿ Can be used for swr, ring t, swr self t.
Ÿ Safe to use
Ÿ Shelf life-12 months 

Size

100 Grm 

(Plastic 

Cont.)

250 Grm 

(Plastic 

Cont.)

500 Grm 

(Plastic 

Cont.)

1000 Grm 

(Plastic 

Cont.)
Inner Box 24 x 6 24 x 4 15 x 4 6 x 4

Outer 192 Nos. 96 Nos. 60 Nos. 24 Nos.

MRP 50.00 63.00 180.00 320.00

Rubber Lubricant Plastic Container

Size 8 Meter 10 Meter 12 Meter

Inner Box 10 x 100 10 x 100 10 x 100

Outer 1000 Nos. 1000 Nos. 1000 Nos.

MRP 15.00 18.00 20.00

Teflon Tapes

SUNSHINE - P.T.F.E. TAPES

SUNSHINE BALL VALVE

Address  : Gala No. 4&5 Droupadi Chhaya Compound, Survey No. 26/3, Near Bhagwan Complex, 
Purna Village, Bhiwandi Dist. Thane - 421302 

Email ID : sunshineadhesive@gmail.com | Mobile No. : 9029129996 |8655782272 | www.sunshineadhesive.com 
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